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HEALTHCARE APPLICATIONS

GKL AX
TANGO CASTORS | ANTI-STATIC / CONDUCTIVE / ESD. RESISTIVITY <10KΩ | CORROSION RESISTANT POLYAMIDE 
CONSTRUCTION | LABYRINTH SEAL FOR PROTECTION IN WET CONDITIONS | PRECISION BEARING SWIVEL HEAD 

GKL | PTE AX | PLATE FIXING
ANTI-STATIC GREY THERMOELASTIC RUBBER TYRED WHEEL
WITH POLYPROPYLENE CENTRE

All dimensions are in mm and all loadings are in kg unless otherwise stated

Total stop castors: yellow pedal
Directional lock castors: dark grey pedal

washer min Ø18

tighten max 12Nm

95 x 70
75 x 50
M10

77 x 67
61 x 50
51 x 42
M8

washer min Ø20

tighten max 15Nm

wheel
diameter

tread
width

fitted
height

swivel
offset

shore
A

load
capacity

bearing
type swivel fixed swivel +

total-stop brake

swivel +
directional

lock

 75 32 117 35.5 86  70 ball GKL-S-75 PTE/K A GKL-JY-S-75 PTE/K A GKL-R-S-75 PTE/K A

 100 32 148 45 86  100 ball GKL-S-100 PTE/K AX GKL-JY-S-100 PTE/K AX GKL-R-S-100 PTE/K AX

 125 32 168 44.5 86  100 ball GKL-S-125 PTE/K AX GKL-JY-S-125 PTE/K AX GKL-R-S-125 PTE/K AX


